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After coils , 9 , and [H] have been adjusted
the frequency should be determined at which the output
voltage is maximum; apply a signal of this frequency and
readjust.

Apply a signal to @ (aerial) according to Fig. A.

Set the trimmers to the mid position. -

E] Tune the set.

Connect an oscilloscope to @
open bridges and
and symmetry,

@ Apply signal to @ via a 100 k@ resistor.

Clgse bridges and - Comnect the oscilloscope.to
and adjust*for max.“height and symmetry of the
S-curve, Check the zero passage with the aid of a d.c.
voltmeter connected to é

via a 100 k@ resistor and
W. Then adjust for max, height

.

Turn the tuning control exactly three times, apply a
97 MHz signal and adjust S110,

@ If necessary, adjust for 0 V d,e. with coil {connect
the d.c. volimeter to <a> )

Note

this, the aerial should he completely slid out and the receiver
should be tuned in to a weak station near 200 m (MW), C105
which is accessible at the right-hand side of the receiver
should be adjusted for max. output power by ear,

Adjusting the quiescent current of output transistors TS404/
TS403 and TS503/TS504

Connect an ammeter between the collector of TS403 (TS503)
and "+a", The collector current should be 25 mA (+ 5 mA)
after a warm-up time of 3 minutes. Adjustment is possible
with R411 (R511).

Adjusting the IT" stage

Comnect a millivoltmeter across R221. Adjust R213 so that the
voltage across R221 is 50 mV, This should be effected without
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C105 serves for matching the car aerial to the receiver, For
|

HF signal.
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Nadat de spoelen @ en afgeregeld zijn,
moet de frequentie opgezocht worden waarbij de uitgangs-
spanning maximaal is; een signaal van deze frekwentie
toevoeren en opnieuw afregelen.

=]

Signaal volgens fig. A aan @ (antenne) toevoeren.
Trimmers in middenstand plaatsen.
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Apparaat afstemmen,

Oscillograaf via een weerstand van 100 k2 aansluiten op
en brug\Yen openen, daarna afregelen op
mdximum hoogte en symmetrie,

[€] signaal via een weerstand van 100 kR aan @ toevoeren. ™

Brug Wen@‘ sluiten. Oscillograaf aansluiten op @ ‘
afregelen op max. hoogte en symmetrie van de "S''-kromme,
Met een gelijkspanningsmeter (aangesloten op @ ) de
nuldoorgang kontroleren. N

Afstemknop precies 3x ronddraaien, daarna 97 MHz toevoeren
en 5110 afregelen.

@ Eventueel corrigeren met spoel op 0 V. DC (gelijk- o
spanningsmeter aansluiten op @ ).

Opmerking

C105 dient voor aanpassing van de auto-antenne aan het appa- N\

raat., Hiertoe de antenne volledig uitschuiven en afstemmen
op een zwak station nabij 200 m (MG), C105, welke aan de
rechtse zijkant van het apparaat te bereiken is, op gehoor
afregelen op max, uitgangsvermogen.

Instellen van de ruststroom van de eindtransistoren
TS404/TS403 en TS503,/TS504

Ampéremeter aansluiten tussen collector TS403 (TS503) —_
en de "+a". De collectorstroom moet na 3 min, opwarmtijd
25 mA (+ 5 mA) bedragen. Dit is in te stellen met R411 (R511).

Instelling MF-trap

—
Millivoltmeter aansluiten over R221, Nu R213 zo instellen dat
de spanning over R221, 50 mV bedraagt. Dit moet gebeuren
zonder HF-signaal.
™



